
https://professional.flos.com/en/global/product/casting-t-150-dimmable-1-10v-forest-green-f1272012-310/ F1272012-310

©2022 Flos - P.IVA 00290820174 - 7/8/2023 professional.flos.com | flos.outdoor@flos.com 1/3

In  our  const a nt ly e vo lving  w or ld  a nd busine ss,  t e chn ica l  upg r a de s ha ppe n e ve r y da y.  T h is me a ns a l l  pr oduct  spe ci f ica t ions a nd da t a  a r e  sub je ct  t o  cha ng e  w i t hout  w a r n ing  in
or de r  t  impr ove  r e l ia b i l i t y,  f unct ion ,  pe r f or ma nce  or  o t he r w ise .  We  ma ke  e ve r y e f f or t  t o  e nsur e  t he  a ccur a cy o f  our  pr oduct  ima g e s,  how e ve r  due  t o  d i f f e r e nt  l ig ht ing  a nd
scr e e ns use d f or  vie w ing ,  t he  co lour s ma y va r y.  Ima g e s a r e  ind ica t ive  o f  t he  qua l i t y a nd st yle  o f  t he  pr oduct  but  ma y not  r e pr e se nt  t he  pr e cise  de t a i ls o f  t he  pr oduct  you
r e ce ive .  T h is is be ca use  w e  a r e  const a nt ly w or king  t o  ma ke  impr ove me nt s.  F or  a e st he t ic r e a sons,  ca b le s a nd/ or  e le ct r ica l  e le me nt s a r e  o f t e n  not  show n. Re f e r  t o  t e chn ica l
da t a  she e t s f o r  a l l  t e chn ica l  da t a .  Ima g e s a nd co lour s a r e  not  pa r t  o f  a ny cont r a ct  or  w a r r a nt y in  a ny w a y.

F1272012-310 Forest Green

Casting T 150 Dimmable 1-10V Forest Green
Designed by Vincent Van Duysen

The body of the versions T is made of extruded aluminum, base and diffuser in die-
cast aluminum EN AB-47100 with a low copper content. High-resistance coating:
after a sandblasting treatment of all components to make the surface porous and
ensure a greater adhesion of the paint, the external coating is applied with a double
layer with epoxy powders according to the QUALICOAT standard. The first layer of
epoxy powder gives chemical and mechanical resistance, the second finishing layer
of polyester powder ensures resistance to UV rays and atmospheric agents. The
painted surfaces are treated with alkaline and acidic washes, then rinsed with
demineralized water, subjected to a chemical conversion treatment to protect
against oxidation. A glass diffuser is glued to the heat sink of the product to ensure a
watertight seal, micro-texturized to ensure homogeneous and uniform distribution
of the light. The luminaire is provided with a segment of outgoing cable in neoprene.
We recommend installation on a plinth of cement or on a flat surface. 220/240V
power supply integrated. Version 110V upon request.

Are you a professional and your project needs
consulting and support?

BOOK AN APPOINTMENT

Main specifications

Mounting Ground

Environments Outdoor wet location

LED type Power LED

Lamp category LED

Ilcos No

Power (W) 21

System flux (lm) 2x660

Physical

Colour Forest Green

Trim No

Orientation Fixed

Net weight (kg) 3.50

IP internal 65

Download
Mounting instructions ZIP

Photometric Files
LDT / IES ZIP

Technical Drawings
2D ZIP

3D ZIP

Bim ZIP
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Notes

We recommend using a connection system with a degree of protection greater than
or equal to the degree of protection of the luminaire.
During the installation and the maintenance of the fixtures it is important to be
careful and avoid damages on the paint coating.
Damages on the coating exposed to outdoor conditions or water, could cause
corrosion.
Chemical substances affect the anticorrosion covering protection.
For LED fixtures, there is evidence that most of the damages are connected to
electrical effects related to the insulations, which cause destructive electrical
discharges
These effects are frequently caused by:
• over voltage coming from the mains’ network where fixture is connected.
• electrostatic discharge (ESD) coming from the environment.
The use of a protective device against the overvoltage on the electrical installation is
warmly suggest this helps to reduce the intensity of some of these phenomenon
and prevent irreversible damages. The selection of the type of device to be used
must be adjust on the electrical plant.

Schematic light drawing

Photometric

Lighting type Direct

Light distribution Asymmetric

CCT (K) 4000

CRI> 80

Beam angle C0-180 (º) 50

Beam angle C90-270
(º)

75

Electrical

Insulation class II

Frequency (Hz) 50-60

Main voltage (Vac) 220-240

Driver Integrated

Dimmable Yes

Dimming type Dimmable 1-10V

Emergency type No

Ecodesign and Energy
Labelling
This product contains a light
source of energy efficiency
class D

Replaceable (LED only)
light source by a
professional

Replaceable control
gear by a professional
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Accessories & Power Supply

OPTIONAL
Accessory

F1207000

Base plate with bolt 

OPTIONAL
Accessory

F990C010000

3/4 way terminal block 4 poles
IP68 H2O stop. (ø5,5÷12mm
cable)

OPTIONAL
Accessory

F990E00A000

S.P.D. (SURGE PROTECTION
DEVICE)
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